
Product detail 

Wire ho/der have to be ordered separat/y 

0 

Compatible products 

• Pantanet

• Fortinet

• Plasitor

BENEEIIS 

• Standard system for welded fences and chainlink.

Description 

Round tubular posts, posts with postlength up to 3.25 m. On the upper position of the post, a hole is drilled to 

position your first wire holder. If you need additionnai ones, you are free to position your wireholder (to be orde

red separately) at the position which is the most suitable for your fence installation. 

Post supplied with a Betafence branded cap. 

Galvanised in-and outside (275 g/m2 - both sides combined) and plastic coated (min. 60 micron) 

Colours 

• Green RAL 6005. •·· Green RAL 6005 & black RAL 9005 •· Green RAL 6005 & Antracite metalic BF7016M
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Post dlameter (mm) 038 048 048 060 

Plate thickness (mm) 1,25 1,25 1,5 2 

Post length (mm) 

1000 . 

1200 . 

1500 . 

1750 . . 

2000 . 

2100 ... 

2200 ... 

2400 •** 

2500 •** 

2600 •** 

2700 •** 

3000 •** 

3250 •** 

** also in black RAL 9005 

Plate thickness (mm) 1,50 2,00 

Post length (mm) 

3100 

3250 

Beni arm length is 45 cm, ben! under an angle al 40°, with 3 hales drilled every 49.5 cm for wire 
holders positionning. Also supllied wilh Betafence logo cap. 

Plate thickness (mm) 1,25 1,50 

Post length (mm) 

1500 •* 

1750 .. 

2000 •* 

2200 •** 

2500 •* 

2700 •** 

3000 

•* also available in Anthracite metalic BF7016M •** also available in black RAL 9005 
Brace posts are supplied with boit for easy fixation ta the intermediary and/or corner posts. 




